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Chapter 1

Introduction

AlphaSmart Manager 2 helps you manage files, settings, and
applications (SmartApplets) on a group of AlphaSmart devices. With
AlphaSmart Manager, you can manage as many as thirty AlphaSmart
devices connected to an AlphaHub. You can also use AlphaSmart
Manager to manage a single AlphaSmart device.

With AlphaSmart Manager you can

e Create the contents of AlphaWord files and send them to
connected AlphaSmart devices

e Retrieve AlphaWord files from connected AlphaSmart devices and
save them individually or collectively

e Install and delete SmartApplets

e Configure settings so that all connected AlphaSmart devices are
consistent

e Maintain security by setting passwords in three different areas

e Keep track of the current number and status of connected
AlphaSmart devices

With AlphaSmart Manager and an AlphaHub (the SmartOption), you
can organize an entire group of AlphaSmart devices to have the same
files—exercises, outlines, notes—in one easy operation. Retrieving
files from all AlphaSmart devices takes just a few mouse clicks
instead of requiring a separate operation for each AlphaSmart device.
In addition, you can decide how you want the AlphaSmart devices set
up for beginning an activity, and then save those settings to be easily
reused at any time.
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System requirements

Important: In this guide, the term AlphaSmart device refers to both
AlphaSmart 3000s and Neos. It does not refer to the Dana line of
products made by AlphaSmart.

System requirements

AlphaSmart Manager requires the following components:
e One of the following USB-capable computers:
e Macintosh running OS 9.0 or higher
e PC running Windows 98 (second edition) or higher
e One to thirty AlphaSmart devices running System 1.4 or higher

e An AlphaHub, if you are using AlphaSmart devices in a group
setting. An AlphaHub is AlphaSmart’s multiport management
device to which you can connect a Windows or Macintosh
computer running AlphaSmart Manager and up to thirty
AlphaSmart devices. An AlphaHub lets you use AlphaSmart
Manager to exchange files and data with multiple AlphaSmart
devices.

AlphaHub considerations

Because Neos have twice as much memory and storage capacity as
AlphaSmart 3000s, you might encounter unexpected results if you
use an AlphaHub to configure (install SmartApplets, send and
receive files, update system software) both types at the same time.

Although you can store and charge both Neos and AlphaSmart 3000s
in the same cart, it's best to work with each type separately when
installing SmartApplets or data from AlphaSmart Manager. That is,
disconnect AlphaSmart 3000s and send or retrieve data from Neos,
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Upgrading from AlphaSmart Manager 1.0

then do the opposite: disconnect Neos, connect AlphaSmart 3000s,

and
The

send or retrieve data from the AlphaSmart 3000s.
extra effort required to work with the two types separately

ensures that data and SmartApplets will transfer correctly between
your computer and the two different types of devices.

Upgrading from AlphaSmart
Manager 1.0

If you're moving to AlphaSmart Manager 2 from AlphaSmart Manager
1.0 or 1.1, there are some guidelines you should consider before you

inst

all AlphaSmart Manager 2.

Installing AlphaSmart Manager 2 doesn't replace earlier versions
of AlphaSmart Manager on your computer. You can still run the
earlier version if you need to. However, all data files and SmartApplets
are deleted from connected devices the first time you use a send list in
AlphaSmart Manager 2.

If you used AlphaSmart Manager 1.0 or 1.1 with a group of
AlphaSmart devices, and those devices have data files (such as
AlphaWord files) that you want to keep, you should first retrieve
the files using AlphaSmart Manager 1.0 or 1.1 and save them on
your computer. You can also retrieve individual files using the
send key on individual devices (and a USB cable connected to
your computer), but be aware that it takes longer to retrieve files
this way.

Whatever method you choose, you should retrieve the data files
before installing AlphaSmart Manager 2.

After you install AlphaSmart Manager 2, use it to reinstall your
SmartApplets on your AlphaSmart devices. (If you're currently
using a different computer from the one on which the
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Installing AlphaSmart Manager

SmartApplets were originally installed, you need to install the
SmartApplets software on your computer.)

e The SmartApplets listed in the following table are compatible
with AlphaSmart Manager 2.

AlphaQuiz Calculator
Alphaword Control Panel
AlphaWord Plus Inspiration
Beamer KeyWords

e If your SmartApplet doesn’t appear in this list, contact the
company that made the SmartApplet to see if they have an
updated version that's compatible with AlphaSmart Manager 2.
Do not install AlphaSmart Manager 2 until you have a compatible
version of your SmartApplet.

Installing AlphaSmart Manager

AlphaSmart Manager works with both PC and Macintosh computers.
If you're used to working with AlphaSmart Manager 1.0 or 1.1, or have
an AlphaSmart 3000, read the previous section before you install

AlphaSmart Manager 2 to ensure you don't lose data or functionality.

Note: Some computer operating systems, such as

Macintosh OS X and Windows 2000 and XP, make distinctions
between administrators and other users. You need to have
administrator privileges or be logged in as administrator to
install and access AlphaSmart Manager. If you don’t have
administrator privileges, see your system administrator for help
installing and running AlphaSmart Manager.
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Installing AlphaSmart Manager

To install AlphaSmart Manager:

l.

Put the AlphaSmart Manager CD in the CD drive on your
computer. A window displaying the contents of the CD appears.

Do one of the following:

e Macintosh: Double-click the AlphaSmart Manager 2 Installer
icon.

e PC: Double-click Setup.exe file.
The installation program begins.
Follow the onscreen instructions.

Indicate if you want to search for configuration files from
previous versions of AlphaSmart Manager. You can have the
installer help you locate these files or browse for them yourself.

Choose whether to find and update any existing SmartApplets
you might have on your computer. You can have the installer help
you locate these files or browse for them yourself.

Important: If you have older SmartApplets already installed on your
computer, AlphaSmart Manager will need to update them so that
they're compatible with the latest system software on your
AlphaSmart device.

6.
7.

Step through any remaining installation steps.

Choose whether to view the ReadMe file and start AlphaSmart
Manager as soon as the installer closes.
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Installing AlphaSmart Manager
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Chapter 2

Basics

This section gives you basic information about getting AlphaSmart
Manager up and running as quickly as possible. Details about the
various features are described in the rest of this manual.

The main concepts to understand about AlphaSmart Manager are

e The differences between using it with an individual AlphaSmart
device versus a group of AlphaSmart devices

e How to start AlphaSmart Manager
e How to move around the application to accomplish tasks

e How to check connected AlphaSmart devices

Using AlphaSmart Manager in group
settings

AlphaSmart Manager excels in group settings because, when
connected to an AlphaHub, it lets you control a group of AlphaSmart
devices from a single computer. AlphaSmart Manager is also useful
for working with a single AlphaSmart device, but it’'s unlikely that
you’'d use many of the features designed for group use in that
situation. This manual includes information and ideas aimed at
managing groups of AlphaSmart devices. (However, users of single
AlphaSmart devices will also find it helpful.)

When you use AlphaSmart Manager with a group of AlphaSmart
devices, you connect the devices to an AlphaHub. You then connect
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Using AlphaSmart Manager in group settings

the AlphaHub to your computer with a USB cable.(Don’t connect the
AlphaHub until you've installed AlphaSmart Manager.)

—

PC or Mac
running
AlphaSmart
Manager

T Hlw

uUSB

AlphaHub

=iz

(=) (=)

AlphaSmart devices AlphaSmart devices
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Starting AlphaSmart Manager

When using AlphaSmart Manager with a single AlphaSmart device,
you connect the AlphaSmart device directly to your computer with a
USB cable.

—
PC or Mac
running
AlphaSmart
Manager
T Hlwm

(=)—

AlphaSmart device

USB

Starting AlphaSmart Manager

You've likely already installed AlphaSmart Manager on your
computer. If you haven't, install it now by following the instructions
in “Installing AlphaSmart Manager” on page 4.
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Moving around in AlphaSmart Manager

To start AlphaSmart Manager:

» Do one of the following:

e Macintosh: Double-click the AlphaSmart Manager icon on
the desktop.

e PC: Double-click the AlphaSmart Manager icon on the
desktop; or click Start, then choose Programs > AlphaSmart
Manager 2 > Start AlphaSmart Manager 2.

AlphaSmart

Manager as it
appears when
you first start it

=" Untitled - AlphaSmart Manager 2.0
File Edit Setup Help

O

Get!Print AlphaiWord Files IA\phaWurd Files to Send] SmalMpp\els] SElliﬂgSW Send L\st}

Sort by: |File Mumber =

==

& i

File: Contents

[

- Fie 1
- O File #2
- O File #3
- O] File #4
= O] File #5
= [ Fie #6
- O File #7
= [ Fie #8

Frint Files. Save Files

AlphaSmart devices connected: 2 [AlphaHub)

Moving around in AlphaSmart

Manager

AlphaSmart Manager contains tabbed pages that break tasks into

five areas.

10
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Moving around in AlphaSmart Manager

Get/Print AlphaWord Files

The first tab—Get/Print AlphaWord Files—is where you retrieve
AlphaWord files in workspaces from connected AlphaSmart devices.
You can retrieve individual workspace files from

Individual devices

All workspace files from a single device
Specific workspace files from all devices
All workspace files from all devices at once

From this tab, you can view, print, and save files. For more
information, see “Viewing, printing, and saving files” on page 22.

The Get/Print
AlphaWord Files tab ¢ I7emer =]

Giet/Print Alphawiord Files IA\phaWﬂrd Files ta Send] Small.&pp\ets] Saltingsw Send L\st}

File Contents

+- ] File #1
+ O] File #2
+ O] File #3
+ O] File #4
+ ] File #5
+ O] File #5
+. ] File #7
+- ] File #5

Frirt Files.. Save Files...

Basics
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Moving around in AlphaSmart Manager

AlphaWord Files to Send

The second tab lets you send text files from your computer to

connected AlphaSmart devices. These files can be lists,

brainstorming ideas, field notes, story starters, and so on.
Get/Print Alphavword Files  Alphakw/ord Files to Send ISmam—\ppIets} Setlingsl Send L\st}

The AlphOWOrd Hint: You can paste, drag and drop into text area below,
Files to Send tab File List File #1

2 <4 emply >
13 << emply >>
14 << emply >
15 <4 emply »>
[1E << emply >
a7 ¢ emply >
e << emply >>

Mate: Only checked files will be sent ta the AlphaSmarts Clear All Text

For further information about sending AlphaWord files, see “Sending
files to AlphaSmart devices” on page 33.

SmartApplets

SmartApplets are software applications that run on AlphaSmart
devices. Some SmartApplets are included with the devices; others
you purchase and install to perform specific types of activities or
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Moving around in AlphaSmart Manager

meet particular needs.You work with SmartApplets from the third
tab—the SmartApplets tab.

The SmartApplets tab

Get/Print &lphatword Fi\es] Alphatw/ord Files to Send  Smarthpplets I Sallings} Send List

™ Delete SmartApplets that are nat in the Install List from AlphaSmart Devices

Smartapplet List Install List Memary
Narme: Wersion | # N 85 % RaM
AlphaQuiz 30 -
Alphat'ord 3n
Beamer 1.0
Calculator 3.0
Contral Panel 1.0
Spell Check an
b
< >

Add =»

Remove

I8 = Needed by Install List
M = Currently Used

This tab lets you install SmartApplets from your computer onto
connected AlphaSmart devices. This is a useful way to make sure that

all devices have the same applications available at the same time.

See “Installing SmartApplets” on page 35 for more information.

Settings

The Settings tab lets you define system and SmartApplet settings.

80

Untitled

[ Get/Print AlphaWord Files V AlphaWord Files to Send ¥ SmartApplets ‘—Sﬂt{ings{ Send List 1

The Settings tab

Settings List System Settings

B o
= O AlphaSmart System 3.0, US English
! AlphaWord
] Control Panel [ Startup SmartApplet ! None }—:]
] Spell Check
= P [} Auto Repeat ®on Ooff
[ Sticky Keys. Oon @ off
[ Keyboard Layout "qwerTy | :]
lidle Time 4
[ slow Keys Con @ off .
3
Note: Only checked settings will be sent to the AlphaSmarts ¢ Restore Defaults...

Basics
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Moving around in AlphaSmart Manager

“System” refers to the operating system within devices; therefore
system settings are present no matter what SmartApplet you're
using. SmartApplets, on the other hand, each have their own
particular settings that apply only when you're using that specific
SmartApplet.

For example, you might specify a right-hand keyboard layout, which
is a system setting. Users would type using this keyboard layout
whether they were using AlphaWord, Calculator, or another
SmartApplet. File Passwords, however, is a SmartApplet setting
specific to AlphaWord. Changing the file password settings would
apply only to AlphaWord files and not to files created with another
SmartApplet.

From the Settings tab, you select either System or a SmartApplet on
the left, then make changes to settings on the right. The settings are
context sensitive. That is, the settings that appear depend on the
selection you make in the Settings List on the left. For more
information, see “Defining settings” on page 39.

14
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Moving around in AlphaSmart Manager

Send List

A send list is a collection spot for all the information you want to
transfer to AlphaSmart devices. Send lists appear on the fifth tab—
the Send List tab.

Get#Frint Alphahy/ord Files | Alphatwiord Files to Send | Smartdpplets | Settings  Send List 1

The Send List tab

Send List Dizplay

Send To AlphaSmart: #1 through #30

Current Sypstem Applet; Spstem 3.0

Calculator

End Send List

v

Select Devices Send

Any task you do or any change you make in AlphaSmart Manager—in
file contents, settings, or SmartApplets—appears in the send list.
The changes are held there until you send them to AlphaSmart
devices.

If you find yourself performing the same activities over and over again
in AlphaSmart Manager, you can save these activities as a send list to
reuse later. (If you've used a previous version of AlphaSmart
Manager, you might know this as a “configuration file.”)

Note: You can also use send lists on the fly, making changes and
sending them to AlphaSmart devices without saving the send list
information in a file.

For more information about send lists, see “Using send lists” on
page 42.

Basics

15



Checking connections

Checking connections

One of the main benefits of using AlphaSmart Manager is that, when
you use it with an AlphaHub, you can use a single computer to send
and retrieve information to and from a group of AlphaSmart devices.
AlphaSmart Manager gives you information about the connection
and system status of each connected device.

You can display or hide the connection status in AlphaSmart

Manager at any time.

To view connections:

» In AlphaSmart Manager, click the plus sign (PC) or triangle
(Macintosh) at the bottom of the screen. You might need to wait a
few moments before the connection status light appears.

Connection status

hidden

Click to view
connection status

= Untitled - AlphaSmart Manager 2.0
File Edit Setup Help
bDe=d & i

Get/Print Alpha/ord Files ]AIphaW'nrd Files ta Send SmarLApplalsl Sett\ngs] Send Listl

Sort by: |File Number

File Contents

- ] File #1
+- [ File 2
«- ] File #3
- O] File 14
+- ] File #5
- [ File #5
+- ] File 17
- ] File #8

Pririt Files... Save Files...

AlphaSmart devices connected: 2 [AlphaHub)
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Checking connections

Connection status
displayed

Click to hide

connection status

=" Untitled - AlphaSmart Manager 2.0
File Edit Setup Help
b & =

Get!Print AlphaiWord Files IA\phaWurd Files to Send] SmalMpp\els] SElliﬂgSW Send List

Sort by: |File Mumber =

File: Contents

- Fie 1
- O File #2
- O File #3
- O] File #4
= O] File #5
= [ Fie #6
- O File #7
& O Fie tt8

[

Frint Files. Save Files

AlphaSmart devices connected: 2 [AlphaHub)

Direct Status:

il

@ | Mo Direct

000000000 [ XX

123 45 67 89310711121314151617 1819
@ = connected (O = connected, needs updating

AlphaHub Status:
Connected to computer

= Aiphaiub Connected to power

000 000d0

20 2122 23 24 26 2627 2829 30

@ = not connected

Tip! You can set a preference so that AlphaSmart Manager always
opens with the connection status displayed. See page 65 for
more information.

Basics
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Checking connections

Connection status

The colors of the lights at the bottom of the connection status area

give you information about the connections.

Connection status for a group of AlphaSmart devices connected to an AlphaHub

AlphaSmart devices connected: 2 [AlphaHub)

Direct Status: AlphaHub Status:
8 [Pl Gropripa
?éé@ééééééé6666666666666666666

23 45 67 8910112131415 1617181920 2122 23 24 252627 262930
T = connected () = connected, needs updating T = not connected

Green light  Yellow light Black light

Connection status for a single AlphaSmart device connected to a computer

AlphaSmart devices connected: 1 [ Direct USB )
Direct Status: ,7
@ | Direct UsE E

@ = connected () = connected, needs updating @ = ot cornected

Green light  Yellow light Black light

Green light: an AlphaSmart device is properly connected

Yellow light: an AlphaSmart device is connected, but the system
files need to be updated (you'll need to update these devices
before they can communicate with AlphaSmart Manager)

Black light: an AlphaSmart device isn’t present or is improperly
connected

18
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Checking connections

System files

When you work with a group of AlphaSmart devices, it's possible that
some devices may still use older system files. (A yellow connection
light indicates devices with older system files.) You can’t send
information to these devices without updating the system files,
which happens automatically when you send a send list. However, by
updating, you'll erase all existing files and SmartApplets on these
devices. If there are files on these devices that you want to keep, send
them individually to your computer using the send key on the
AlphaSmart device before updating the system files.

To preserve existing data files before updating system files:

1. Disconnect from the AlphaHub the devices that need system
updates.

2. Exit AlphaSmart Manager.

3. On your computer, start the application to which you want to
send the text and place your cursor where you want the text to
begin.

4. Turn on the AlphaSmart device that contains the data you want to
preserve, and make sure you're in the file you want to send.

Connect the device directly to your computer with a USB cable.

6. Press send on the device. The device displays a progress bar and
a percentage of how much text has transferred.

7. When the transfer is complete, send any remaining files, pressing
s8-file # to switch between workspaces.
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Checking connections

8. When you're through sending files, unplug the AlphaSmart
device from your computer.

9. Repeat steps 2-7 for any other devices with older system files.

Tip! If you still have an earlier version of AlphaSmart Manager on
your computer, you could also retrieve data files using this earlier
version. Just be sure that you don't try to run both versions of
AlphaSmart Manager at the same time.

20

AlphaSmart Manager 2 User’s Guide



Chapter 3

Working with AlphaSmart

Manager

This chapter describes how to accomplish the most common tasks in
AlphaSmart Manager. Specifically, it explains

The importance of send lists

Viewing, printing, and saving files from AlphaSmart devices
Creating text files in AlphaSmart Manager to send to Alphaword
Installing and removing SmartApplets

Configuring settings globally for all connected devices

Creating send lists to use over and over again

This chapter assumes that you've properly connected your AlphaHub
or AlphaSmart device to your computer and are running AlphaSmart
Manager.

What’s a send list?

An important concept to learn is that any change you make in
AlphaSmart Manager appears in the send list, a place that collects the
changes you want to make—whether they're to file contents, settings,
or SmartApplets—and holds the changes until you send them to an

Working with AlphaSmart Manager 21



Viewing, printing, and saving files

AlphaSmart device or a group of AlphaSmart devices connected to an
AlphaHub.

Get/Print Alphaword Files | Alphawiord Files to Send | Smardpplets | Settings  Send List

Send List Display

Send To AlphaSmart: 1 through #30

A sample send list |

File #1
Four score and sewen years ago our fathers brought forth on this continent a new nation, conceived
in Liberty and dedicated to the proposition that all men are created equal.

Mow we are engaged in a great civil war, testing whether that nation, or any nation so conceived

and so dedicated, can long endure. We are met on a great battlefield of that war. ‘e have come lo
dedicate 5 portion of that field, a5 a final resting-place for thase wha here gave their lives that that

Select Devices.. Send

If you find yourself performing the same activities over and over
again in AlphaSmart Manager, you can save these activities as a send
list and reuse it later.

Note: In previous versions of AlphaSmart Manager, send lists
were known as configuration files.

Viewing, printing, and saving files

Using AlphaSmart Manager, you can perform a variety of tasks with
existing AlphaWord files in workspaces on connected devices. With
AlphaSmart Manager, you can retrieve AlphaWord files to view them,
or you can print them or save them as text files, either selectively or
as a group.

AlphaSmart Manager retrieves files from workspaces only.
AlphaWord Plus can name and store files that don’t occupy a
workspace. Consequently, if you're using AlphaSmart Manager with
devices running AlphaWord Plus, you need to make sure you swap

22
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Viewing, printing, and saving files

the files you want to retrieve into the eight workspaces (which
correspond to the File 1-File 8 keys on devices).

Note: When working with a group of AlphaSmart devices
connected to an AlphaHub, you could save or print as many as
240 different files (30 devices multiplied by 8 workspace files
each), which can take a considerable amount of time. You'll
discover what's normal for your system, but typically, allow at
least 10 minutes or as long as 45 minutes to save or print files
from 30 AlphaSmart devices.

Viewing files

You can view the workspace contents of an AlphaWord file from
within AlphaSmart Manager. However, you can view only one
AlphaWord file at a time.

To view an AlphaWord file:
1. In AlphaSmart Manager, click the Get/Print AlphaWord Files tab
and view the files in the File Contents list.

By default, when using an AlphaHub, AlphaSmart Manager sorts files by file
number; but you can also display files by device number

‘® 6 Untitled

F Get/Print AlphaWord Files ]’ AlphaWord Files to Send Y SmartApplets " Settings Y Send List |

Sort By: [ File Number |31

File Contents

File #1
File #2
File #3
File #4
File #5
File #6
File #7

ODOoO0O0O0oOOO

Y YYyvyTvYyVvVYyey

File #8

T TE— e Temr—m—
{_Print Files... } [ Save Files... }

Click to retrieve a file

Working with AlphaSmart Manager 23



Viewing, printing, and saving files

Use the Sort By list to select the way that AlphaSmart Manager

sorts the files:

e File number (the default) lists the files by number. To display
the connected devices that contain text in that file, click the
file’s triangle or plus sign.

_} Get/Print AlphaWord Files { AlphaWord Files to Send v SmartApplets " Settings " Send List |

Click triangle Sort By: [ File Number 4]

or plus to
display the
connected
devices that
contain text
in that file

v

000 O 0o ]

»>
»>
>
»>
»

View File

File Contents

File #1
AlphaSmart #1 (596 chars) BIRDS OF PREY Bald Eagles Bald eagles are one o
AlphaSmart #4 (335 chars) HEDGEHOCS Hedgehogs normally come out to f
AlphaSmart #5 (376 chars) BEARS Bears are a magnificent group of large md
File #2
File #3
File #4

File #5 il
v

o N 2 Y
Print Files... Save Files...

Files sorted by file number

e AlphaSmart lists all the connected devices and displays the
file numbers beneath each device when you click the device’s
triangle or plus sign.

[Get;‘PrintAlphaWurd Files { AlphaWord Files to Send ' SmartApplets ' Settings ' Send List |

Sort By: | AlphaSmart |35

Click triangle 5
or plus to

display all
files on a

particular
device

v

oooooo @l

m
w

File Contents

AlphaSmart #1

AlphaSmart #4

File #1 (335 chars) HEDGEHOCS Hedgehogs normally come out to f
File #2 (0 chars)

File #3 (220 chars) Event: Lunch w/ team at Salads & Spuds Start
File #4 (107 chars) Maya Blaine Research specialist AlphaSmart, Inc.
File #5 (175 chars) STAFF MEETING 04 Mar 31 Agenda: -- Welcome
File #6 (7566 chars) Meeting called to order at approx 6:40 pm Minu :

Crr N 2 Y
Print Files.. Save Files...

Files sorted by device

24
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Viewing, printing, and saving files

3. In the File Contents area, click the plus sign or triangle of the file
or device you want to retrieve and view. A message appears
briefly, saying that AlphaSmart Manager is retrieving the file(s).

4. Click the displayed text for a file you want to view.

}cet,tpranmlphawm Files | AlphaWord Files to Send | Smartapplets | Settings | Send List |

Sort By: | File Number |§

File Contents

Y O Fle#l

AlphaSmart #1 (596 chars)
AlphaSmart #4 (335 chars)
AlphaSmart #5 (376 chars)
File #2

File #3

File #4

File #5

000 O ala [‘\[

yF vy vyvyvyy

———————
View File...

Click to

BIRDS OF PREY Bald Eagles Bald eagles are one d .
select the file

HEDGEHOGS Hedgehogs normally come out to f]

BEARS Bears are a magnificent group of large m{ you want to
view

e
v

Print Files... Save Files..

5. Click View File. AlphaSmart Manager displays the file.

AlphaSmart #4 - File #2

Hint: You can Select and Copy the text below

HEDGEHOGS

Hedgehogs normally come out to feed at
night. They are most active after heavy
rainfall, when they forage for
invertebrates like beetles, caterpillars,
slugs, and earthworms. Hedgehogs will also
eat the eggs and chicks of ground-nesting
birds, such as partridges and pheasants,
and will sometimes catch young mice and

voles.

[ Close | [ SaveFile... )
o AR PR

A4

6. You can save the file from here, or click Close to close the dialog
box and return to AlphaSmart Manager.
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Printing files from AlphaSmart Manager

You can use AlphaSmart Manager to print workspace files that are on

AlphaSmart devices. Steps for printing vary slightly between PC and
Macintosh computers.

To print files from AlphaSmart Manager on a PC:
1. In AlphaSmart Manager, click the Get/Print AlphaWord Files tab.

Tip! If you know exactly which files you want to print, check those
files in the File Contents list.

File Contents
= CJFile #1

O4phaSmart #1 - O characters << empty »>
Smart #4376 characters  BEARS Be
EIRDS OF

Smart #5596 characters
= File
- O] File 83

2. Click Print Files. The Print dialog box appears.

Print rg‘
The files to Alpha/ord Files The devices
prinf Print: |AII Files ﬂ From; ‘A\IA\phaSmans ﬂ—— from WhICh to
Optiong rin t
* Print header information on first page p
" Print header information on all pages
Prinf opﬁons — 8 DoMotprint header information
[ Print empty file az blank page
Printer Options
M ame: Properties
Status: Ready
Type: HF Lazerlet 4200 PCL &
where:  IP_192.168.1.81
Cormnment:
Print range Copies
« Al MNumber of copies: 1 3:
: e
~
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3. Indicate the files you want to print and the devices you want to
print from.

All Files. Prints all files from the devices you select.
Checked Items. Prints only the files you checked.
File #. Prints only that numbered file.

From All AlphaSmarts (SmartOption version only). Prints
files from all connected devices.

From AlphaSmart # (SmartOption version only). Prints files
from a device you select.

From AlphaSmart USB. Prints files from a single device
connected to your computer.

4. Select the print options you want.

Print header information on first page. Prints header
information (the AlphaSmart device number and the file
number) on the first page only.

Print header information on all pages. Prints header
information (including page numbers) on all pages.

Do not print header information. Omits header information
from all pages.

Print empty files as blank page. As the option name
implies, prints empty files as blank pages.

5. Click Print.

Working with AlphaSmart Manager 27



Viewing, printing, and saving files

To print files from AlphaSmart Manager on a Macintosh:
1. In AlphaSmart Manager, click the Get/Print AlphaWord Files tab.

Tip! If you know exactly which files you want to print, check those
files in the File Contents list.

File Contents
o= File #1

8 AlphaSmart #4 (376 chars) BEARS Be
[ AlphaSman #5 (596 chars) BIRDS OF
(=) File #2
a File #3

2. Click Print Files. The Print dialog box appears.

Print

Printer: [ Sage |

ar| |ae

Presets: | Standard |

Copies & Pages I+
Copies: |1 ™ Collated
Pages: @ all
OFrom: 1 to: 1
o = f ]
\?, Preview Save As PDF.. Cancel @
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3. Click the Copies & Pages list and select AlphaSmart Manager. The
dialog box displays print options specifically for AlphaSmart
Manager.

Copies & Pages
Layout

Duplex .
it Select AlphaSmart Manager from the list
Error Handling to dlsploy appropriate print options
Paper Feed
Image Quality
+ AlphaSmart Manager
Printer Features
Summary PrirE

Printer: | Sage ] :]
|

Presets: | Standard v

AlphaSmart Manager E‘]

Print: from:
The files to print All Files [#) [AlAphasmars _ |+)
8 Print header information on first page
. . C Print header information on all pages
Print options ————— © 0o not print header information

[l Print empty file as blank page

@ £ X 3 & )
(2 (Preview Save As PDF.. Cancel @

The devices from which to print

4. Indicate the files you want to print and the devices you want to
print from.

All Files. Prints all files from the devices you select.
Checked Items. Prints only the files you checked.
File #. Prints only that numbered file.

From All AlphaSmarts (SmartOption version only). Prints
files from all connected devices.

From AlphaSmart # (SmartOption version only). Prints files
from a device you select.

From AlphaSmart USB. Prints files from a single device
connected to your computer.
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5. Select the print options you want.

e Print header information on first page. Prints header
information (the AlphaSmart device number and the file
number) on the first page only.

e Print header information on all pages. Prints header
information (including page numbers) on all pages.

e Do not print header information. Omits header information
from all pages.

e Print empty files as blank page. As the option name
implies, prints empty files as blank pages.

6. Click Print.
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Saving files

You can use AlphaSmart Manager to save workspace files that are on
AlphaSmart devices. Files are saved in their own folders as text files.

Saved files on a PC

File  Edt View Favorites Tools Help -]
Qe - () (T O serch [ Foders | [
Folders X [ alphasmart #1.bxt
S 3 Decumerts ond setings ] ) Ahasmar as.ex Saved files on a Macintosh
125 All Users
& ) Bena Caden - . . .
S Cookies eoe =i Macintosh HD =
) Deskhoy
e Favnmtzs | & = m _,-,i ﬁj @ ?A%
= gi?';me"ts Back Forward View Computer Home Favarites Applications
:_? 1 of 33 items selected, 32.36 GE available
[ File #2 J Name -
3 File #3 BB (Users P
[ Fie #4 A benacaden
2 File #5 > [@ Desktop
(D File 26 ¥ | Documents
(=) Ffle # v [0 AppleWorks User Data
D Fe #5 b [ AutoSave
2 objects (Disk free space: 21.0 GB) > ENA FOLDER
v File #01
= AlphaSmart USB - File #01
> le #02
[ 2 le #03
> le #04
> le #05
> le #06
> le #07 &
b [ File #08 v
[z =) v

To save AlphaWord files:

1. In AlphaSmart Manager, click the Get/Print AlphaWord Files tab.

Tip! If you know exactly which files you want to save, check those

files in the File Contents list.
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2. Click Save Files. A Save Files dialog box appears.

=% AlphaSmart Manager 2.0 - Save Files @

Save Alphavword files to this folder;

D osuments and 5 sliings\Bena Cadertibly Docure ST
The devices
The files to save Save: [#llFiles | From [aphesmats <1 L from which to

e | save files

3. Browse to the location where you want to save files, then select
save options:

o All Files. Saves all files from the devices you select.
e Checked Items. Saves only the files you checked.
e File #. Saves only that numbered file.

e From All AlphaSmarts (SmartOption version only). Saves
files from all connected devices.

e From AlphaSmart # (SmartOption version only). Saves files
from a device you select.

e From AlphaSmart USB. Saves files from a single device
connected to your computer.

4. Click Save. The files are saved as text files in the location you
specified.

Tip! When working in a group situation, consider numbering the
AlphaSmart devices 1-30 and assigning participants a particular
number to use throughout the session. When participants are
finished working with the devices, be sure to connect each
participant’s device to the appropriate number on the AlphaHub.
When you retrieve and save files, each participant’s work will be
saved in the appropriately numbered folder.
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Sending files to AlphaSmart devices

AlphaSmart Manager can send files you've created on your computer
to AlphaSmart devices. You can compose text in another application

and paste or drag it into AlphaSmart Manager, or type text directly
into AlphaSmart Manager.

If your computer is connected to a group of AlphaSmart devices
through an AlphaHub, you can send the files to all connected
AlphaSmart devices or just particular devices you select.

To send a file to AlphaSmart devices:
1. In AlphaSmart Manager, click the AlphaWord Files to Send tab.

2. Check the number of the file to which you want to send text.

(Note that any existing text in the workspace on the device will be

overwritten.)

3. Inthe File # area, type the text you want to transfer, or paste or
drag the text from another application.

Get/Print &lphaword Files  Alphakword Files to Send I SmarUApplelﬂ Selllngsw Send List

Hint: *ou can paste, drag and drop inta text area belaw.

File: List

1z
3
14
15
&
7
&

Mote: Only checked files will be sent ta the AlphaSmarts.

™ 1 1453 chars  Four sc

<4 empty >
<< emply »>
<4 empty »>
<< emply >
<4 emphy 3>
<< emply »>
<< emply >

File #1

Four score and seven pears ago our fathers brought forth
on this continent a new nation, conceived in Liberty and
dedicated to the proposition that all men are created equal.

Mow we are engaged in a great civil war, testing whether
that nation, or any nation $o conceived and so dedicated,
can long endure. ‘we are met on a great battlefield of that
war. We have come to dedicate a portion of that field, a3 &
final resting-place for thoze wha here gave their lives that
that nation might live. It is altogether fitting and proper that
wie should do this

Bk, in a larger sense, we cannot dedicate-we cannat
congecrate--we cannot hallow this ground. The brave

men, living and dead wha struggled here have 3

Clear Al Text
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4. Click the Send List tab and verify that the text you want to send
appears in the Send List Display.

Get/Print Alphatword Fi\es] Alphaiword Files to Send] Smartﬁpp\els] Seftings  Send List ]

Send List Display

Send To AlphaSmart: #1 through #30

File #1
Four score and seven years ago our fathers brought forth on this continent a new nation, conceived
in Liberty and dedicated to the proposition that all men are created equal

Mow we are engaged in a great civil war, testing whether that nation, ar any nation s0 conceived
and so dedicated. can long endure. "We are met on a great battlefield of that war. ‘We have come to
dedicate a portion of that field, az a final resting-place for those who here gave their lives that that

5. To send the text to specific devices, click Select Devices, check
the devices to which you want to send the text, then click OK. (To
send to all connected devices, skip this step.)

Select Devices

| E AlphaSmart #1 E AlphaSmart #11 8 AlphaSmart #21
i g AlphaSmart #2 E AlphaSmart #12 = AlphaSmart #22
E AlphaSmart #3 E AlphaSmart #13 = AlphaSmart #23
| @ alphasmar #4 # Alphasmart #14 ) Alphasmart #24
E AlphaSmart #5 E AlphaSmart #15 =] AlphaSmart #25
g AlphaSmart #6 E AlphaSmart #16 = AlphaSmart #26
™ Alphasmart #7 [} Alphasmart #17 ! miphasmart #27
E AlphaSmart #8 B AlphaSmart #18 & AlphaSmart #28
™ AlphaSmart #9 T AlphaSmart #19 ) AlphaSmart #23
E AlphaSmart #10 (o AlphaSmart #20 & AlphaSmart #30

(Check All'} ( Check None

6. Click Send.
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You can transfer multiple files simultaneously. To do so, repeat steps
2 and 3 until you're ready to send, then review the Send List Display
to make sure all the files appear before clicking Send.

Installing SmartApplets

SmartApplets are software applications that extend the functionality
of AlphaSmart devices. Some SmartApplets are included with
devices; others you purchase and install on your computer, then send
to AlphaSmart devices with AlphaSmart Manager.

For more information about available SmartApplets, visit the
AlphaSmart web site.

To install a SmartApplet on AlphaSmart devices:

1. Install the SmartApplet on your computer, following the
directions in the SmartApplet package.

2. In AlphaSmart Manager, click the SmartApplets tab.
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3. Click the SmartApplet you want to install in the SmartApplet List,
then click Add. You can Ctrl-click, %-click, or Shift-click to select
multiple SmartApplets.

[ Get/Print AlphaWord Files AlphaWord Files to Send SmartApplets Settings Send List |
p P PP g

# Delete SmartApplets that are not in the Install List from AlphaSmart devices

SmartApplet List Install List
Name Version SmartApplets ™ Memory
Alphaword 3.0 Calculator 3.0 62%
Calculator 3.0 Spell Check Lo

Click to select Control Panel 10

the SmartApplet eRLEnec e
StyleWriterFont 1.0

to add, then click

\ZT —— I - Needed by Instal st

. = Currently Used

P AlphaSmarts connected: 2 (AlphaHub)

To remove a SmartApplet from the Install List,
select it and click Remove

Tip! You can also drag a SmartApplet between the lists.

4. Keep an eye on the Memory column to be sure the devices have
enough memory available to receive the SmartApplets you want.

The Memory column shows both the amount of memory in use
by SmartApplets on the connected devices as well as the amount
of memory needed for the SmartApplets you want to install.

Memory
74% used

Memory needed to install the
SmartApplets you selected

Memory already in use on the

[ = Needed by Install List connected devices
D = Currently Used
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Tip! If you don’t have enough memory to install the

SmartApplets you want, consider deleting the existing
SmartApplets on the devices to free up memory. See “Deleting
SmartApplets” on page 37 for more information.

5. Click the Send List tab and verify that the SmartApplets you want

to install appear in the Send List Display.

Get/Print &lpha'word Flles} Alphawiord Files to Sendl Smartﬁpplelsw Settings Send List ]

Send List Display

Send To AlphaSmart: #1 through #30

Current System Applet: System 3.0

Calculator
Spell Check

End Send List

v

Select Devices. . Send

6. To send the SmartApplets to specific devices, click Select
Devices, check the devices to which you want to send the
SmartApplets, then click OK. (To send SmartApplets to all
connected devices, skip this step.)

7. Click Send.

Deleting SmartApplets

You remove SmartApplets from AlphaSmart devices by using the

SmartApplets tab in AlphaSmart Manager. You might want to remove
SmartApplets to free up memory or because you're beginning a new
session or activity and you want all AlphaSmart devices to begin with

the same set of SmartApplets and files.

When you remove SmartApplets, you're actually having AlphaSmart

Manager install a consistent set of SmartApplets and delete any

extraneous SmartApplets that are on devices but not in your install
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list. This method ensures that all the AlphaSmart devices are in sync
with each other.

Important: [f you remove extraneous SmartApplets, you also remove
any files associated with the SmartApplets you're deleting. (For
example, if you remove AlphaWord, you also remove any AlphaWord
files.) For consistency, this can be useful in group situations; but if
there are files on the devices that you want to save, be sure you
retrieve them first.

Tip! If there’'s a SmartApplet on AlphaSmart devices that you
don’t want your group to use, consider disabling it rather than
removing it. Disabling turns off the SmartApplet on the devices
until you enable it. This saves you from having to reinstall the
SmartApplet later. Some SmartApplets take a significant amount
of time to install, so disabling rather than deleting might be
useful if you plan to use the SmartApplet in the future but want
to prevent access for specific activities. See page 54 for more
information about disabling SmartApplets.

To delete a SmartApplet from AlphaSmart devices:
1. In AlphaSmart Manager, click the SmartApplets tab.

2. In the SmartApplets List, click the SmartApplets you want to
keep on the devices, then click Add. You can Ctrl-click, $-click, or
Shift-click to select multiple SmartApplets. SmartApplets not in
the Install List will be deleted.

3. Check the option Delete SmartApplets that are not in the Install
List from AlphaSmart Devices.

v Delete Smarttypplets that are not in the Install List from AlphaSmart Devices

4. Click the Send List tab and verify that only the SmartApplets you
want on the devices appear in the Send List Display.
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5. Click Send.
“Hidden” SmartApplets

You might notice that some SmartApplets appear in the lists in an
italicized font. These aren’t standalone SmartApplets. This means
that they don't appear in the SmartApplets menu on the devices
(thus, they are “hidden”), but they do appear in AlphaSmart Manager
and take up memory.

For example, Spell Check is not a standalone SmartApplet. You can’t
access it directly on an AlphaSmart device. But if Spell Check is
installed on a device, SmartApplets such as AlphaWord use it to
check spelling.

Defining settings

You can define system settings and settings for individual
SmartApplets through AlphaSmart Manager. For more detailed
information about the various settings themselves, see “System and
SmartApplet Settings” on page 47.

Defining system settings

System settings apply to all functions of the AlphaSmart device. For a
more detailed explanation, see “System settings explained” on
page 47.
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To define system settings through AlphaSmart Manager:

1. In AlphaSmart Manager, click the Settings tab.

2. Select System in the Settings List.

The SmartApplets that appear in this list depend on
what you selected to install on the SmartApplets tab, in
addition to the SmartApplets that are already present
on all (not just some) connected devices.

Get/Print Alphaword Files] Alphawford Files to Send] Smartépplets  Settings l Send List

Mote: Only checked settings will be sent ta the AlphaSmarts.

Seftings List

] Alphaword 3.0
[ Beamer 1.0

System 3.0 Settings

<71 7171 A

-

-

AlphaSmart Spstem 3.0, US English —

Startup SmartApplet Alphawiord |

Auto Repeat o 0on O O

Sticky Keys " 0On O

Keyboard Layout WERTY hd

Idle Time O

Slow Keys " 0On O -
Restore Defaults...

3. Inthe System Settings area, check the settings you want to
change, specifying information as appropriate. (You might need
to scroll down to view all the settings.)

Note: When you change settings, notice that AlphaSmart
Manager automatically checks the particular SmartApplet
checkbox on the left. If you uncheck this checkbox, changes you
make to settings won’t be sent to your AlphaSmart devices.

Click the Send List tab and verify that the settings you want to

transfer appear in the Send List Display.

5. Click Send.
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Defining settings for SmartApplets

SmartApplets have settings specific to them, which you set in
AlphaSmart Manager. AlphaWord, for example, has several settings;
other SmartApplets have only one.

In order for you to select a setting associated with a SmartApplet, the
SmartApplet must appear in the Settings List. The SmartApplets that
appear in the list reflect what you selected to install on the
SmartApplets tab, plus the SmartApplets that are present on all (not
just some) connected devices.

If you want to select a setting for a SmartApplet, and that
SmartApplet doesn’t appear in the list, it means one of three things:

e [t hasn’t been installed on any of the connected devices yet.

e |t's been installed on some connected devices, but not all of
them.

e You haven't selected it as a SmartApplet to add on the
SmartApplets tab.

To define SmartApplet settings through AlphaSmart Manager:
1. In AlphaSmart Manager, click the Settings tab.
2. Select the SmartApplet in the Settings List.
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3. Check the settings you want to change in the Settings area on the
right, entering information as appropriate.

[ Get/Print AlphaWord Files T AlphaWord Files to Send Y SmartApplets ' Settings " Send List 1

Note: Only checked settings will be sent to the AlphaSmarts

Settings List AlphaWord Settings

Calculater

]  Control Panel ) Disable This SmartApplet CYes @ No

0 System Passwords Enabled @on Ooff

™  Alphaword
M File Passwords ~ |seess

[l Show Marks Con @ off

Restore Defaults...

Note: When you change settings, notice that AlphaSmart
Manager automatically checks the particular SmartApplet
checkbox on the left. If you uncheck this checkbox, changes you
make to settings won't be sent to your AlphaSmart devices.

4. Click the Send List tab and verify that the settings you want to
transfer appear in the Send List Display.

5. Click Send.

Using send lists

A send list is what you use to transfer information over to
AlphaSmart devices. Changes you've made to AlphaWord files, to
settings, to SmartApplets, and so on, appear in a send list before you
actually transfer the changes to AlphaSmart devices.

You can make changes and send them over immediately, or you can
create and save a send list with changes you make regularly for
different activities. By default, changes are sent to all connected
devices, unless you specifically select particular devices.
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To send changes without saving the send list:

1. In AlphaSmart Manager, make the changes you want to transfer
over to AlphaSmart devices.

2. Click the Send List tab and verify that the changes you want to
make appear in the Send List Display.

Get/Print Alphaword Fl\es] Alphatword Files to Send] Smarwpp\ets] Seftings  Send List ]

Send List Display
LUt oy siem APpIes. Sysiema.u.0 v

5

Beamer 1.0
Calculator 3.0

File #1

‘Wwe've been studying some of the poems of Ogden Mash, an American poet and satirist. Two
examples of his short, amusing verses are shown below. Create your own verse using at lsast three
words from the new vocabulary fist ~

3. If you want to send changes to a few devices but not all, click
Select Devices, select the AlphaSmart devices to which you want
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to send changes, then click OK. (If you want to send changes to
all connected devices, skip this step.)

=% AlphaSmart Manager, 2.0 - Select Devices

Select

v AlphaSmart #1
v AlphaSmart #2
¥ AlphaSmart #3
W AlphaSmart 14
W AlphaSmart #5
v AlphaSmart #5
¥ AlphaSmart #7
v AlphaSmart #3

Click Check All | ##omat®

v AlphaSmart #10

v AlphaSmart #11 [ AlphaSmart #21
v AlphaSmart #12 [7 AlphaSmart #22
[ AlphaSmart #13 [ AlphaSmart #23
™ AlphaSmart #14 ™ AlphaSmart #24
™ AlphaSmart #15 [ alphaSmart #25
™ AlphaSmart #15 [ AlphaSmart #26
™ AlphaSmart #17 [V AlphaSmart #27
[ AlphaSmart #18 v alphaSmart #28
™ AlphaSmart #13 [ AlphaSmart #29

. [ AlphaSmart #20 v AlphaSmart #30
to quickly
reselect all Check Al | Check Mons
devices o

4. Click Send.

To save changes in a send list:

Click Check
None to quickly
deselect all
devices, then
select only
those devices in
which you're
interested

1. In AlphaSmart Manager, make the changes you want to transfer
over to AlphaSmart devices.

2. Click the Send List tab and verify that the settings you want to
transfer appear in the Send List Display.

oW

Choose File > Save Send List.

Browse to specify the folder where you want to save the send list

and type a name in the File Name field, then click Save.

5. Click Send to transfer the changes to AlphaSmart devices.

To open a saved send list:

1. In AlphaSmart Manager, choose File > Open Send List.

2. Browse to specify the folder that contains the saved send list.
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3. Select the send list you want to open. (Send lists use an.acf file
extension.)

4. Click Open.

5. Click the Send List tab in AlphaSmart Manager to view the
opened send list.

Tips for working with send lists

You can define different groups of settings for different types of
activities. You define the settings you want, then save them as a send
list. When you want to switch between different activities, you open
the appropriate send list and send it to connected AlphaSmart
devices.

You might want to have different types of send lists—one that sends
SmartApplets (a setup list), which can take considerable time, and
one that sends just data files (a data files list). You might use the
setup list at the beginning of a session or activity, then use the data
files list more frequently to send examples and exercises.

Additionally, if you set up a send list that includes files to send, you
can enter all the text you want to use for every file, but then send
selected files separately. The saved send list retains all the text you
entered, but you can selectively send the individual files, which might
be helpful if you want to assign different activities on different days.

For example, you might have a group of writing activities with several
examples, which you enter in AlphaSmart Manager and save as a
send list. When you're ready to work with your group, however, you
might want to send over one example at a time. If this is the case, you
open the send list, then check only the example (in the AlphaWord
Files to Send tab) you want to send at that time.
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Chapter 4

System and SmartApplet
Settings

There are a variety of settings you can configure with AlphaSmart
Manager. This chapter explains

e System settings
e SmartApplets settings
e Default settings

System settings explained

System settings are options that apply to all functions of the
AlphaSmart device. No matter which SmartApplet is being used,
these settings are in effect. You can create and save unique send lists
that contain configurations of system settings for different purposes.

In group use, your activities may cover a variety of subjects at various
comprehension levels, so you'll probably want to set up your send
lists differently depending on each activity’s distinct requirements. By
saving a send list with the settings you want, you can customize the
AlphaSmart devices for each activity.

However, keep in mind that after you configure the AlphaSmart
devices, the individuals using them can change the settings on their
individual AlphaSmart devices (except those settings that are
protected with the master password).
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The system settings you can configure in AlphaSmart Manager are

Startup SmartApplet. Lets you designate which SmartApplet
appears when you first turn on an AlphaSmart device.

Auto Repeat. Sets whether keys repeat when held down.

Sticky Keys. Sets whether you must hold keys down for keyboard
commands or whether you can press them sequentially.

Keyboard Layout. Sets alternate keyboard layouts.

Idle Time. Sets the time that an AlphaSmart device can be idle
before turning off (4-59 minutes).

Slow Keys and Slow Key Delay. Sets a time that a key must be
held down before the character appears onscreen.

Reset System Font to Default. Sets Neos to the four-line fixed-
width system font (Neo only).

Transfer Speed. Sets the rate of transfer when the device is
connected by USB cable to a computer.

IR Transfer Speed. Sets the rate of transfer when using infrared
(IR) beaming.

Master Password. Lets you specify your own personal master
password for the devices.

Printer Selection. Lets you select a printer (AlphaSmart 3000s
only).

Two-button On. Lets you specify that two keys must be pressed at
the same time—on/off and enter—to turn the device on.
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Startup SmartApplet

If you designate a startup application, that SmartApplet, rather than
the last SmartApplet you used, appears first when you turn on an
AlphaSmart device. You can choose only one SmartApplet as the
startup application.

Giat/Print Alphaword Files | Alphaword Files to Send | Smandpplats  Settings | Send List |

Mote: Only checked settings will be gent to the AlphaSmarts.

Settings List System Settings

AlphaSmart Spstem 3.0, US English —

Startup SrarkApplet Alphaw/ordPlusMeo - 7

[1 Calculator
[ ] Contral Panel

<

] STk [T Auto Repeat
[ Sticky Keys
[T Keyboard Layout ’Wl
™ ldie Time O
[T Slow Keps " On e Oif =
Festore Defaults...

Auto Repeat

Auto Repeat lets you set whether keys repeat when held down.
Usually if you press and hold a character key for an extended period
of time, the letter continually repeats itself across the screen.

Bees 9o buzzzzzzzzzz772727272272727

You can change this behavior so that keys won't repeat. This is
helpful for beginning typists or for users who have difficulty typing.
For example, if you're administering an activity to a group of users
whose typing skills are at a beginning level, you can turn off Auto
Repeat so they aren’t penalized for holding down a key longer than
normal.
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When Auto Repeat is on (the default setting), a character repeats
when a key is held down; when it's off, only one character appears per
keystroke.

Bees go buzz

Sticky Keys

On AlphaSmart devices, you have to hold down and press several
keys simultaneously to activate some commands. The Sticky Keys
setting lets you turn this behavior off, which is useful for people just
learning to type or for users who have difficulty holding down several
keys at once.

For example, when you turn on Sticky Keys, you can type
combinations of keystrokes one at a time without holding each key
down, rather than simultaneously. So you could, for instance, press
ctrl, then &, then B individually to check battery status, rather than
pressing all three keys at the same time.

Sticky Keys affects these four keys: shift, option, s, and ctrl. When
Sticky Keys is on, pressing one of these keys effectively keeps that key
pressed down for the next normal key press.

Keyboard layouts

You have a choice of four different keyboard layouts to provide for
special needs:

e QWERTY, the standard default layout of most keyboards and
typewriters

e Dvorak, a scientifically-designed keyboard layout that requires
much less finger reaching and stretching for the most commonly-
used keys, and results in faster and easier typing
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e Right hand only, a layout that lets people with special needs type
faster

e Left hand only, an alternate layout that lets people with special
needs type faster

Note: When you switch keyboard layouts, all dialog boxes and
keyboard commands conform to the new layout. The command
keys (ctrl, option, , for example) remain in the same location,
but letter keys are derived from the new layout. For instance, to
access the Speed menu, you still press option-%-S, but the S key
is in a different location.

Idle Time

This setting lets you control the amount of time an AlphaSmart
device can be idle before it automatically turns off. The minimum idle
time is 4 minutes (default) and the maximum is 59 minutes. Lower
idle times help conserve battery life.

Keep in mind that all text is saved automatically when an AlphaSmart
device powers off.

Slow Keys and Slow Keys Delay

Slow Keys is a pair of settings that lets you set a delay time between
pressing a key and having that character appear onscreen. This
setting is useful for individuals with unsteady hands or for users who
have difficulty in targeting specific keys, as it helps prevent
inadvertent typing.

For example, if you turn Slow Keys on and set the Slow Keys Delay to
one second, an individual has to press and hold down a character key
for one entire second before that character would appear. One
second is probably too long a delay for many users, but some fraction
of a second might help alleviate inadvertent typing for certain users.
You can specify a setting as high as three seconds.
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If the Slow Keys delay is greater than one second, the Auto Repeat
delay (normally about one second) increases to match it. For
example, if the Slow Keys delay is set to 1.5 seconds, the Auto
Repeat delay resets to 1.5 seconds as well. This means that after
pressing and holding a key down, 1.5 seconds pass before the
character appears, and after an additional 1.5 seconds, the character
begins to repeat.

Reset system font

In AlphaWord Plus on Neo devices, you can choose from six font
sizes so that the device displays text in a size most comfortable for
whatever environment you're working in (or group you're working
with). With AlphaSmart Manager, you can reset Neos so that they
default to the system font, which displays four lines of text onscreen
using a fixed-width font. For more information about font sizes in
AlphaWord Plus, see the Neo User's Guide.

Transfer speed

An AlphaSmart device can send text faster than some older
computers can accept it. If you notice missing characters or jumbled
text on the computer, then you need to slow down the transfer speed.
Even on newer, faster computers, some applications are slow to
accept text, and you must slow down your AlphaSmart device to
transfer text into these applications.

These transfer speed settings apply to transfers that are performed
with a cable. The settings are

e Very Slow (1). This is the slowest speed setting and is
compatible with all computers and applications. It’s
recommended especially for applications that use graphics
heavily.

e Slow (2). This setting is compatible with all computers and most
applications.
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e Fast (3). This the default speed and usually works well with most
computers.

e Fastest (4). This setting provides the quickest transfers. However,
some word processing programs may experience some data loss
when files are transferred using this mode, so you might want to
experiment to see which speed works best for you.

IR transfer speed

This setting has to do with how fast information is transferred by
infrared (IR) beaming. The settings are

e Fastest speed (1). This setting provides the quickest IR transfers.
However, some applications may experience some data loss
when files are transferred using this mode, so you might want to
experiment to see which speed works best for you.

e Compatibility speed (2). This setting is compatible with all
computers and most applications.

Master Password

You use a master password to access or override certain options on
AlphaSmart devices. A master password permits the ability to create
individual file passwords for AlphaWord files and controls access to
other settings such as disabling and enabling SmartApplets on
AlphaSmart devices. With AlphaSmart Manager, you can set your
own unique master password. It's recommended you do so for
greater security. See “Master password” on page 69 for more
information.

Printer Selection

This setting lets you specify what printer to use when printing directly
from AlphaSmart 3000 devices, either by cable or by IR beaming (if
you have an IR-capable printer). There’'s no need to select a printer
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when printing from Neo devices, which print to IR and USB-
compatible printers.

Tip! If you use an Apple StyleWriter printer with
AlphaSmart 3000s, use the SmartApplets tab in AlphaSmart
Manager to install the StyleWriteFont support SmartApplet.

Two-button On

This setting lets you specify that you must press two buttons (enter
and on/off) to turn the device on. When enabled, this setting helps
prevent accidentally turning the device on as you transport it in a
backpack or other carrying case.

SmartApplet settings

SmartApplets have settings specific to them, which you set in
AlphaSmart Manager.

The Disable This SmartApplet setting

Each SmartApplet has a Disable this SmartApplet setting that lets
you turn off that SmartApplet. If you disable a SmartApplet, it means
you can’t use it on AlphaSmart devices. For example, you might want
to disable Calculator if you want to prevent access to electronic
calculations. You can disable multiple SmartApplets.

Spell Check Settings

‘ E Disable This SmartApplet OYes @ No
ECaicilatonSe g

| ™ Disable This SmartApplet ®ves ONo

You can use AlphaSmart Manager to enable a SmartApplet if it's
been disabled. You can also enable a SmartApplet on an individual
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device by entering the master password when you try to start that

SmartApplet.

Tip! On devices, the Control Panel SmartApplet gives users
access to a variety of settings. Disabling Control Panel prevents
users from being able to change those settings, which might be
useful in group situations.

AlphaWord and AlphaWord Plus settings

AlphaWord and AlphaWord Plus have their own settings, which are
listed in the following table, that you can control through

AlphaSmart Manager.

This setting
Disable this SmartApplet

Passwords Enabled

File Passwords

Show Marks

Maximum File Size
(in characters)

AlphaWord Plus only

Does this
Prevents users from using AlphaWord.

When turned on, users can set unique file
passwords for each AlphaWord file on an
AlphaSmart device. When turned off, unique file
passwords can't be set.

See “File passwords” on page 69 for more
information.

Specifies a common password for all AlphaWord
files

See "File passwords” on page 69 for more
information.

Sets whether to display tabs and carriage returns as
spaces and arrows.

Lets you set a maximum file length for AlphaWord
Plus files. The default for this setting is 51,200
characters, which is about 25 pages. The maximum
allowed is 102,400 characters (about 50 pages).
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This setting

Minimum File Size
(in characters)

AlphaWord Plus only

Delete all files

AlphaWord Plus only

Does this

Lets you set a minimum file length for AlphaWord
files. The lowest number you can set is 512
characters, which is the default setting. 512
characters is about a quarter of a page.

Deletes all AlphaWord Plus files on connected
devices

Show Marks

Show Marks is a setting that lets you view tabs as right arrows and
carriage returns as return arrows.

Carriage return

FUNDRAISING EFFORTS«
as of April 15th«
Jan- Feb> Mar-> Apr

105-> | //-»> 83> 42

Tab

When you have Show Marks turned off, tabs and carriage returns
appear as spaces onscreen. Regardless of the Show Marks setting,
both tabs and carriage returns transfer to your computer as tabs and

carriage returns.

File sizes

In AlphaWord Plus, you can set minimum and maximum file sizes. A
maximum file size lets you have more text in your files. A minimum
file size ensures that some amount of space is kept in reserve for

workspace files.
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You can change the file size to allow for longer file lengths, which is
helpful if your documents tend to run longer. Be aware, however, that
the total amount of space available on a device remains the same.
(Keep in mind too that additional SmartApplets and data files—such
as AlphaQuiz, quizzes, and student responses—also take up space on
a device and can affect the amount of space left for AlphaWord Plus
files.)

For example, if you change the maximum file size setting to 82,000
(roughly 40 pages), and the minimum file size to 2,000 (about a
page), you might have only a handful of files that can reach full
capacity. Other files are managed so that the minimum amount of
space is reserved.

The maximum file size that you can set is 102,400 characters

(50 pages or so); the minimum is 512 characters (about one quarter
of a page.) When working with large files, you might notice some
performance issues, depending on each device’s particular setup
(number of SmartApplets installed, size and number of data files, and
SO on).

Tip! You can estimate page lengths by using a character count of
2,048. A page is approximately 2,048 characters. The number is
approximate because page length can be affected by printer and
application settings on your computer.

System and SmartApplet Settings 57



SmartApplet settings

Spell Check settings

Spell Check settings that you can control through AlphaSmart
Manager are listed in the following table.

This sefting Does this

Disable this SmartApplet Prevents users from performing spell checks

Allow adding words to Allows or prevents users from adding words to the

dictionary user dictionary

Delete user dictionary Deletes the user dictionary on all connected
devices

Other SmartApplets settings

If you purchased SmartApplets such as Beamer, AlphaQuiz, or others,
they may have settings specific to them. You can check these settings
the same way as for other SmartApplets. In AlphaSmart Manager,
click the Settings tab, then select the SmartApplet in the
SmartApplet List. The specific settings, if they exist, will appear
there.

You can also consult the documentation that came with the
SmartApplet for more information.
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Default settings

The following table lists the default settings for AlphaSmart Manager

and AlphaSmart devices.

Setting name

System settings:
Startup SmartApplet
Auto Repeat

Sticky Keys

Keyboard Layout

Idle Time

Slow Keys

Slow Key Delay

Reset System Font to Default
Transfer Speed

IR Transfer Speed
Master Password
Printer Selection

Two-button ON

Default state

AlphaWord
On

Off
QWERTY

4 minutes
Off

0 seconds
Off

Fast

Fastest
***** (Set your own)
HP Printer
Off

AlphaWord and AlphaWord Plus settings:

Disable this SmartApplet
Passwords enabled

File passwords

Show Marks

Maximum file size

(AlphaWord Plus only)

Minimum file size
(AlphaWord Plus only)

No
Off

write (can reset globally to a password you
choose)

Off
51,200 characters

512 characters
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Setting name

Delete all files
(AlphaWord Plus only)

Calculator settings:
Disable this SmartApplet

Control Panel settings:

Disable this SmartApplet

Spell Check settings:
Disable this SmartApplet

Allow adding words to
dictionary

Delete user dictionary

Default state
Off

Off
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Chapter 5

Advanced Tasks

This chapter explains the more advanced tasks you can perform in
AlphaSmart Manager, which are

e Sending a user dictionary list to devices (AlphaWord Plus only)
e Adding a SmartApplet

e Getting SmartApplet information

e Setting preferences

e Understanding passwords and how to use them

e Restoring default settings

e Resetting, reverting, and reformatting devices

Sending a user dictionary to devices

Using AlphaSmart Manager, you can create and send a custom
dictionary to devices that have AlphaWord Plus installed.

If you or your users regularly run into words that trip up spell checks
because they aren’t in the spell check dictionary, you might want to
create your own list of words—a custom user dictionary—to add to
the AlphaWord Plus dictionary.

You create a word list as a text file on your computer and send it to
your AlphaSmart devices using AlphaSmart Manager. The following
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illustration shows a sample user dictionary. You can separate words
in a text file with spaces, commas, tabs, or carriage returns.

SpiffyPro
Oban
Turlock
Cumbria

Bena A custom word list for a user
Caden dictionary; the words are

) separated by carriage returns
Ipswitch in this example

Cupertino
IsTay
MegaSync
Aptos
Surrey

There can be only one user (custom) dictionary on an AlphaSmart
device, in addition to the spell check dictionary. If you want to make
changes to the user dictionary—additions or deletions—you need to
make the change in the word list text file on your computer and
resend it to your AlphaSmart devices. Consequently, it's a good idea
to keep the user dictionary on your computer so that you can make
changes to it as you need to. When you send a new list, it overwrites
the existing user dictionary on the device.

To send a user dictionary to connected devices:

1. Using a word-processing application on your computer, create a
list of words and save the file as a text file with a .txt file
extension in the name (for example, mywords.txt).

2. In AlphaSmart Manager, choose File > Send User Dictionary.
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3. Browse to select the text file you created, then click Open.

4. Click the Send List tab and verify that your list of words appears
in the SpellCheck Files area of the send list.

5. Click Send.

Note: You can also work with a user dictionary on an individual
device. Using Spell Check settings in Control Panel you can
delete a user dictionary or add one word at a time to it. You can
also add individual words during a spell check.

Adding a SmartApplet to the
SmartApplet list

If you've purchased additional SmartApplets and they don't appear in
the list on the SmartApplets tab, you can add them manually.

To add a SmartApplet to the SmartApplet list:
1. In AlphaSmart Manager, choose File > Add to Applet List.

2. Browse to the location where you installed the SmartApplet.
(SmartApplets have the file extension .OS3KApp.)

Select the SmartApplet and click OK.

4. Click the SmartApplets tab and check to see whether the
SmartApplet appears in the list.

You can now install the SmartApplet on AlphaSmart devices (see
“Installing SmartApplets” on page 35).
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Getting SmartApplet information

You can easily view information about the SmartApplets you
installed on your computer.

To view SmartApplet information:
1. In AlphaSmart Manager, click the SmartApplets tab.

2. Select the SmartApplet in which you're interested, then choose
File > Get SmartApplet Info.

SmartApplet Information EJ

Mame: &lphawiord
Wersion: 3n

R Size: 041k
ROM Size: 4343k
Information,

Copyright () 1396-2004 by AlphaSmat, Inc
itp: /47wy, alphasmart, com

3. Click OK when you're finished.

Preferences

You can set preferences for the following types of activities:
e Printing

e Setting a send list password (passwords are more fully described
on page 67)

e Other preferences
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To set preferences:

1. Do one of the following:
e Macintosh: Choose AlphaSmart Manager > Preferences.
e PC: Choose Edit > Preferences.

2. Select the preferences you want to set (see the following
descriptions).

3. Click OK.

Printing preferences
You can specify default print options for printing AlphaWord files.

¢ Print header information on first page. Prints header
information on the first page only.

¢ Print header information on all pages. Prints header
information on all pages.

¢ Do not print header information. Omits header information
from all pages.

¢ Print empty files as blank page. Prints empty files as blank
pages.

Other preferences

There are some other preferences you can set as well.

e 8.3 file naming convention. Lets you specify that when you save
files, a DOS-style 8.3 file naming convention is used. This can be
useful if you run scripts that use the 8.3 naming convention.

¢ Show connection status display. Selecting this option causes
AlphaSmart Manager to display the connection status area at
startup. For more information, see “Checking connections” on
page 16.
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Replace SmartApplets on device with SmartApplets from
computer. Specifies that if a SmartApplet you want to install
already exists on a device, it should be overwritten with the
version of the SmartApplet on the computer.

For example, if you have some devices with AlphaWord and some
without, and you install AlphaWord with this preference checked,
AlphaSmart Manager will install AlphaWord on all connected
devices, even those on which it already exists. AlphaSmart
Manager overwrites the existing version on those devices.

The advantage of selecting this preference is that it ensures
consistency among a group of devices and lets you easily update
your SmartApplets with newer versions. The slight disadvantage
is that when checked, it can take longer to complete the
installation than if the preference is unchecked.

This preference is on by default. The preference doesn’t cause
AlphaSmart Manager to overwrite any data files associated with
the SmartApplet (such as AlphaWord files).

Select default system. This preference lets you step back to
previous “point” releases of the system files. (Point releases are
incremental developments of a system version.) That is, if your
devices are running system 3.x, you could step back to any prior
3.x version. Usually you would use this preference with
assistance from Technical Support.

The default for this preference is “latest system,” which
automatically upgrades devices to the latest system files on your
computer.
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Understanding passwords in
AlphaSmart Manager

There are three types of password protection for AlphaSmart
Manager and AlphaSmart devices. AlphaSmart Manager lets you
control all three types of passwords from your computer.

¢ Send list password: This password is specific to AlphaSmart
Manager. It lets you set a password so that no one can send
information—files, SmartApplets, settings—from AlphaSmart
Manager to any connected AlphaSmart device(s) without first
typing the send list password.

e Master password: This password lets you authorize the ability to
create individual file passwords on devices. It controls access to
other settings as well, such as disabling and enabling
SmartApplets. You can specify your own personal master
password; in fact it's recommended you do so.

¢ File passwords: You can set individual passwords for AlphaWord
files on an AlphaSmart device. You can set a global password for
all the files, which individuals can change on their AlphaSmart
devices. Individual passwords are useful when multiple users
share one AlphaSmart device, or when the contents of an
individual’s files are confidential.

Passwords can be one to six alphanumeric characters; they can't
contain spaces or special characters; they aren’t case sensitive.

The password system is meant to protect against accidental or
mischievous data loss, and to provide a minimum level of data
privacy. It can’t prevent concerted malicious efforts at data
destruction.
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Send list password

When you set a send list password, no one can send information
from AlphaSmart Manager to an AlphaSmart device without first
typing this password.

To set a send list password:

1. Do one of the following:
e Macintosh: Choose AlphaSmart Manager > Preferences.
e PC: Choose Edit > Preferences.

2. Click Set Send List Password.

3. Type the password in the New Password field, then retype it in
the Retype Password field.

4. Click OK, then click OK again.

Important: A send list password can be set only in AlphaSmart
Manager. If you forget your send list password, contact Technical
Support.

If you no longer want to use a send list password, you can clear it, as

long as you know the current send list password.

To clear a send list password:

1. Do one of the following:
e Macintosh: Choose AlphaSmart Manager > Preferences.
e PC: Choose Edit > Preferences.

2. Click Set Send List Password.
Type the current password in the Old password field.

4. Leave the New password and Retype new password fields blank,
then click OK.
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Master password

A master password controls access to various settings (such as
disabling and enabling SmartApplets on devices) and enables the
ability to create individual file passwords for AlphaWord files on
devices. With AlphaSmart Manager you can set your own unique
master password. In fact, you should do so for greater security.

To set a master password:

1. In AlphaSmart Manager, click the Settings tab.

Select System in the Settings List area.

Scroll down until you see the Master Password setting.

WS

Enter the text you want to use as the password. (Master
passwords can be between one and six characters long.)

5. Click the Send List tab and verify that the setting appears in the
send list.

6. Click Send.

Note: If you forget your master password, you can simply set a
new one in AlphaSmart Manager by following the steps explained
above.

File passwords

File passwords are useful for protecting the contents of AlphaWord
files. With AlphaSmart Manager, you can set a single password for all
files, which individuals can later change to unique file passwords on
AlphaSmart devices.

You cannot set individual file passwords without first enabling or
authorizing password protection.

To enable passwords and set a global file password:
1. In AlphaSmart Manager, click the Settings tab.
2. Select AlphaWord in the Settings List on the left.
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3. Select the Passwords Enabled checkbox, then select On directly
across from it.

4. Select the File Passwords checkbox, then type the global
password you want to use for AlphaWord files.

[ Get/Print AlphaWord Files T AlphaWord Files to Send * SmartApplets ' Settings " Send List |

Note: Only checked settings will be sent to the AlphaSmarts

Settings List AlphaWord Settings
] Caleulator = —
[0 Control Panel _! Disable This SmartApplet CYes @ No
] System ¥ Passwords Enabled @on Ooff
#  Alphawerd

#File Passwords ~ |esses

1 Show Marks Ton @ off

Restore Defaults...

5. Click the Send List tab and verify that the setting appears in the
send list.

6. Click Send.

Creating individual file passwords

Once you've enabled passwords and set a global password for all
files, you might want to set unique file passwords on an AlphaSmart
device, or instruct your group of users to do so. Each AlphaWord file
can have a unique file password.

To change a file password on an AlphaSmart device:

1. Turn the AlphaSmart device on and make sure it's not connected
to a computer.

2. Open the file for which you want to set a new file password and
type the current file password.
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3. Press option-%-P to show the Change Password screen.

Change password for File 4
Current password:

New password:

Confirm new password:

4. Type the current file password, your new password, and your new
password again to confirm it.

5. Press enter. You'll see a message that the password has been
changed, then you're returned to your file.

When password protection is enabled, anytime you switch between
files, you're prompted for that file’s password before being allowed to
edit that file.

Tip! On an AlphaSmart device, individual file passwords can be
overridden by typing the master password.

Restoring defaults

If you've made a lot of changes to SmartApplet settings, there might
be times when you want to return the settings to the factory defaults.
You can restore defaults for a single SmartApplet or for all installed
SmartApplets. (The factory default settings are listed on page 59.)

Note: Restoring setting defaults doesn’t remove files or
SmartApplets from AlphaSmart devices. It only restores the
settings themselves.

To restore factory default settings:

1. Be sure your AlphaSmart device or AlphaHub and AlphaSmart
devices are connected to your computer.

2. In AlphaSmart Manager, click the Settings tab.
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3. Click Restore Defaults.

Get/Print Alphatw/ord F\Issl Alphat'ord Files to SEndl Smatdpplets  Settings I Send Lisl]

MNote: Only checked settings will be sent to the AlphaSmarts.

Settings List Systermn 3.0 Settings

=] Alphaword 30 AlphaSmart System 3.0a, US English =
[~ Startup Smartapplet ’m =
™ Auta Fepeat “ on O D
[ Sticky Keps &~ 0On TooK
v  FKeyboard Layout ’m
W ldie Time [
[ Slow Keps ©0On DO =

The Restore

Restare Defauls... J—— DeFGUhS bUﬂ'On

4. Select whether to restore defaults for the selected SmartApplet
or all SmartApplets, then click OK.

"% Restore Defaults

&+ Restore defaults for this Smartépplet
" Restore defaults for every Smartipplet

Cancel

72 AlphaSmart Manager 2 User’s Guide



Resetting all devices

5. Click the Send List tab and verify that the settings appear in the

Send List Display.

Get/Frinit Alphat/ord Fi\es] Alphavw/ord Files to Send] Smaru&pp\ets] Seftings  Send List ]

Send Ligt Dizplay

Settings:

Systemn 3.0 Options:

Startup Smart&pplet = Alphaiword
Auta Repeat = 0n

Sticky Keys = Off

Keyboard Layout = OWERTY
Idle Time: = 4

Slow Keys = Off

Slow Key Delay =0

Reset System font to default = OFf
Transfer Speed = Fast

It Transfer Speed = Fastest

"

Select Devices... Send

6. Click Send.

Resetting all devices

You can reset AlphaSmart devices to the original configuration in
which you received them. Resetting devices removes files, restores
default settings, and removes any SmartApplets except the standard

ones:

e AlphaWord (including Spell Check), Calculator, and Control Panel

for AlphaSmart 3000s

e AlphaWord Plus (including Spell Check, Thesaurus, and font
sizes), Calculator, and Control Panel for Neos

Resetting all devices is particularly useful with a group of AlphaSmart
devices, when you're at the end of a session or year of activities and
you want to begin again with a clean slate.
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To reset all devices:

1. Make sure all the devices you want to reset are connected to an
AlphaHub and that the AlphaHub is connected to your computer.

2. In AlphaSmart Manager, choose Setup > Reset All AlphaSmart
Devices. A warning message about loss of data appears.

AlphaSmart Manager 2.0

0 Resetting all Alphasmart devices returns them to their Factory default settings and erases files and ather data,
‘-—“/ Are you sUre you want to continue?

3. Click Yes (on a PC) or OK (on a Macintosh). AlphaSmart Manager
sends a new send list that contains factory default settings to
connected devices.

Reverting a device

For AlphaSmart 3000s, if you have an older SmartApplet that doesn’t
work with the system installed on the device, you can revert the
device to the previous system version and reinstall the SmartApplet
so that it does work.

Warning! Use this command with caution. You'll lose any data and
SmartApplets you have on the AlphaSmart 3000, and you'll need to
install the older SmartApplet in the manner in which you originally
installed it. You won’t be able to use AlphaSmart Manager 2 to
install it.

Contact Technical Support if you need help with this procedure.
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Reformatting a device

AlphaSmart 3000s can be reformatted, however, reformatting a device
is an extreme measure that should be used only if an

AlphaSmart 3000 is seriously malfunctioning. Reformatting removes
all data and SmartApplets.

Warning! Don'’t ever use this command without contacting Technical
Support. The command exists in order to help Technical Support walk
you through the steps necessary to repair an AlphaSmart 3000.

Advanced Tasks 75



Reformatting a device

76 AlphaSmart Manager 2 User’s Guide



Chapter 6

Troubleshooting

This chapter describes some common difficulties and solutions with
AlphaSmart Manager. If you're having a problem that you don't see
described here, consult the AlphaSmart web site or contact Technical
Support.

When | click the plus sign (or triangle) to check connections,
AlphaSmart Manager doesn’t show that any AlphaSmart
devices are currently connected.

e Make sure the power switch on the back or side of the AlphaHub
is turned on. A green light on the front of the AlphaHub indicates
that the power is on.

e Make sure your computer is properly connected to the AlphaHub:;
that is, the USB cable connecting the two is securely attached at
both ends.

e Be patient. It can take up to thirty seconds for AlphaSmart
Manager to recognize devices connected to an AlphaHub and to
display them in the connection status area.

e On a Macintosh, use the System Profiler to see if the computer is
communicating with the AlphaHub (Apple menu > About this
Mac > More Info). Depending on your operating system, the
AlphaHub will be listed under the Devices and Volumes tab or
under the USB Device Tree as a USB Communication device
named Alphacart. If you don’t see this item, make sure that the
files USBAlphaSmartDrv and USBAlphaSmartShim are in the
Extensions folder of the System folder that is in use.
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e Ona PC, use the Device Manager to list hardware devices (Start
menu > Control Panel > System > Hardware tab > Device
Manager button for Windows 2000 or XP or Start menu > Control
Panel > System > Device Manager tab for Windows 98 or ME).
The AlphaHub will be in the Universal Serial Bus controllers
section.

I have an AlphaSmart device connected to a port on the
AlphaHub, but when | check the connections, the indicator is
black instead of green.

Try plugging that AlphaSmart device into the AlphaHub using a
different hub cable.

| have an older SmartApplet that doesn’t seem to be
compatible with AlphaSmart Manager 2. Should | update my
system files with AlphaSmart Manager 2?

This question applies to AlphaSmart 3000s only, and the answer
depends on how you use your device. If you use the older
SmartApplet as your primary tool, then you should perhaps wait to
update your system files until that SmartApplet has been revised to
support the latest system. You can continue to use AlphaSmart
Manager 1.0 or 1.1 to manage the device.

If you use other, compatible SmartApplets more often than the older
one, you might want to go ahead and update your system files so
that you can take advantage of new and expanded features.

To return to the older SmartApplet, use AlphaSmart Manager 2 to
revert the device to an earlier system, then reinstall the older
SmartApplet using the updater application that came on the
SmartApplet CD.

SmartApplets for which AlphaSmart Manager 2-compatible updates
may not be available right away include Co:Writer SmartApplet,
Writer Tools, and FormMate. Visit the AlphaSmart web site
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periodically (go to the software products area) to see whether the
SmartApplet has been updated.

| can’t remember the password that | set, and now | can’t use
AlphaSmart Manager to configure my AlphaSmart devices.

If you're referring to a master password or a global file password, you
can simply reset them in AlphaSmart Manager (see page 67 for
instructions).

If you set a send list password and can’t remember it, you'll need
assistance from Technical Support.

| have a SmartApplet installed on my computer, but | can’t
install it on the devices.

An installed SmartApplet should appear in the SmartApplet list in
the SmartApplets tab. If it doesn't, try the steps listed here:

1. Locate the SmartApplet on your computer and check the file
extension. SmartApplets that are compatible with AlphaSmart
Manager 2 have the extension .OSK3App.

2. If the SmartApplet has the appropriate extension, add the
SmartApplet using the instructions on page 63.

3. If the SmartApplet doesn’t have the appropriate extension, you
won't be able to use it with AlphaSmart Manager 2. You will
probably need to return to earlier versions of AlphaSmart
Manager and the system files. Contact Technical Support for
assistance.

I’'m managing a group of devices on an AlphaHub, and | want
to change a setting on one of the SmartApplets, but | don’t
see the SmartApplet in the settings list in AlphaSmart
Manager.

For a SmartApplet to appear in the Settings tab, it must either be
listed in the Install List on the SmartApplets tab, or it must be
present on every connected device. If the SmartApplet is present on
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some devices, but not all, then you need to add it to the Install List
on the SmartApplets tab in AlphaSmart Manager. Once you do so,
you'll be able to change the setting for the SmartApplet on the
Settings tab.

| can’t print with my Apple StyleWriter.

If you use an Apple StyleWriter printer, use the SmartApplets tab in
AlphaSmart Manager to install the StyleWriterFont support
SmartApplet.

When | try to drag and drop text from my PC, AlphaSmart
Manager doesn’t accept it.

Some Windows applications like Notepad don’t support drag and
drop, while others like WordPad and Word do. The application you're
dragging from has to support drag and drop in order for AlphaSmart
Manager to receive it. If it doesn’t, you can always select and cut or
copy the text from your application, then paste it into AlphaSmart
Manager.
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Appendix A

Contact Information

The AlphaSmart web site is a good source of information about
products, sales, support, community forums, and latest news. Visit

the AlphaSmart web site at

www.alphasmart.com (United States)

www.alphasmart.co.uk (United Kingdom)

www.alphasmart.com/international (all other countries)

If you can’t find the information you're looking for on the web site,
use the contact information listed in this appendix.

United States

Technical questions or
problems:

Purchase AlphaSmart products:

General information or sales
questions:

Phone: (530) 528-7200

Email: support@alphasmart.com

Web: www.alphasmart.com/supportinfo
Online store: www.alphasmart.com
Phone: (888) 274-0680

Phone: (888) 274-0680

Email: info@alphasmart.com

Contact Information
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United Kingdom

Technical questions or
problems:

Latest support information:

Purchase AlphaSmart products:

Phone: 0870 120 0718

Email: UK-help@alphasmart.com
www.alphasmart.co.uk/support
www.alphasmart.co.uk/ordering

(This URL also provides a list of resellers and
AlphaSmart contacts.)

Europe, Middle East, and Africa

Technical questions or
problems:

Latest support information:

Purchase AlphaSmart products:

Phone: +44 870 120 0718

Email: UK-help@alphasmart.com
www.alphasmart.com/supportinfo
Select your country or region.
www.alphasmart.com/international

(This URL also provides a list of resellers and
AlphaSmart contacts.)

Asia/Pacific, Canada, Latin America

Technical questions or
problems:

Latest support information:

Purchase AlphaSmart products:

Contact your local reseller. If you do not have a
local reseller, email Technical Support at
support@alphasmart.com.

www.alphasmart.com/supportinfo
Select your country or region.
www.alphasmart.com/infernational

(This URL also provides a list of resellers and
AlphaSmart contacts.)
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